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The DEFA Termini™ Clip is sold separately and can be used with 
all of DEFA’s heaters in the Termini™ series.

The DEFA Termini™ Clip is placed with the plastic bracket on a 
flat surface on the right-hand side of the centre console with the 
metal bracket on the inside of the centre console.

The Termini ™ Clip must be mounted so that the hot air from the 
heater can be blown freely up and around the car’s cabin.

DEFA AS is certified and manufactures according to the fol-
lowing standards: ISO 9001:2008, ISO 14001:2004, OHSAS 
18001:2007.

Additionally, all cables and engine heater products are produced 
in accordance with ISO/TS16949:2002.

Technische Daten

Part no. 430101

Height x width [mm] 145 x 70

Article number 
430101

Included in
The DEFA Termini™ Clip is only sold as an individual product.

• The DEFA Termini™ Clip is adapted to DEFA Termini™ heaters and must not be used for other car heaters.
• The Termini™ Clip should never be placed on the driver’s side of the car
• Ensure that the heater does not become soiled or that liquid/foreign objects enter the device.
• Ensure that there is a gap of at least 300 mm around where the warm air is blown out of the device.
• Never drive with loose objects in the car. Ensure that floor mats and other objects are not left adjacent to the cabin heater.
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